Different vend modules (to combine) for individual requirements
Maximum flexibility by modular structure

Easy programming using selection button sequence

Electronic control and data-recording

Engergy management by real time clock

Electronically controlled forced air-cooling

24 V DIC motors

Model VDI 486
Eplections  max. madules. 10/ 6
Mam, product length (mm), HET ANE
Max. produst & {mm) 721 65
Capacities per modula: Hamow 5.* Wide 5% Fapper?
Can 0,31 51 84 43
PET biotie GaE0I 17 28 -
PET bokile 1,001 - 34 —
Cartan brick pack 0,25 | Carlon = - B4
brick pack 0331 - - a0

Dimensions and welglhls:

Width modue (mm) 1200 132-185% 1767
Availablke imerior apace (mm) Tan
H = W D fcabiret mm) 1830 x B55 x 815
‘Wieight 320 ky

Pefomance data:

Refmgeration 0858 kW
Power supply 230 /50 Hz
Wi, powar consumption W
bl Execilive, MDE
Cabire Zinc coated staal

poweder painted

Standard Cplions:

Black cabiret Cakinet colour on request
5 digit display Twso-line LCD display
Sataby coln refum Sacurty cash sysiem
Anti-vandaliem panel in Zafety sliding coin irmert
salachon bufion anea Amti-ran kit IF 34

Cul out for validabor or Loading rack

aliermative payment system DEX / UCS imerface
Lock Spedal coded lock

Ghlce of neutral trant paster Inddividuial graphics




